First-ever Detachable Document Camera 
Delivers Maximum Flexibility - in a 6.2 Lb. Package! 



Toshiba TLP-S41 U Projector 

Your most important presentations often provide your most difficult challenges. 
Sales professionals need to show all angles of a new product to potential channel partners. 

Lawyers want juries to clearly see the fine print in a document or nuances of a photograph 
in evidence. Educators and trainers need to illustrate important points. Art dealers want potential 
buyers to see the beautiful details in finely-engraved miniatures and large antique furniture, 

even across a large auction room. 

With the new Toshiba TLP-S41U, you have the flexibility to meet all these challenges, and more - 
in a projector that is light, quiet, bright, and very affordable. 



The TLP-S41 U is the first-ever projector with a detachable 
document camera, with two-step focus capability for near and 
far distances. For the first time, you'll have the flexibility to 
display 3-D objects, fine print text, and photographic samples 
on the fly - no more scanning, photographic, and preparing 
graphics files for each object or document that you want 
to present. 

This feature alone could save you hours of preparation time on 
each presentation. Plus, it gives you the added flexibility to add 
or change images at the last minute. 



Whisper-quiet 
operation focuses 
all attention on your 
presentation, 
not your projector. 

The TLP-S41 U operates 
with minimal noise 
(approximately 33dBA in 
economy mode). 



Travel very light. 

At just 6.2 lbs., this projector is the perfect 
solution for traveling presenters. 




Deliver bright, brilliant presentations. 

The TLP-S41U outputs 1600 ANSI lumens with 400:1 contrast 
ratio (full on/full off) for bright images, native SVGA (800 x 600) 
resolution for clarity and detail, and automatic keystone 
correction, so that you can present distortion-free images in 
a wide range of room sizes and settings. Digital zoom allows 
you to focus in on details. These features are rare in a projector 
of such a low weight and modest price. 

Enhance your presentation with high-impact multimedia. 

Built-in connectors accept input from a wide array of data, video, 
and audio media, including HDTV/DTV, DVD, and more. A built-in 1- 
watt speaker means that you don't have to carry external speakers 
every time you want to include sound in your presentation. 

And to give you even more multimedia flexibility, the TLP-S41 U 
includes a connector that allows you to add an external monitor. 
This second, simultaneous video display is often the most effective 
way to present in courtrooms, classrooms, and training rooms. 

All this functionality is housed in a sleek, two-tone casing that 
looks attractive and professional in any setting. 




Key Features: 

• Detachable document camera 

• Monitor loop-through 

• Lightweight - easy travel 

• Very affordable 



TOSHIBA 



CONTROL terminal - 
S-VIDEO terminal ■ 
VIDEO terminal - 
COMPUTER terminal ■ 
MONITOR terminal- 
AUDIO terminal - 
Infrared remote sensoij 



Specifications 




Speaker 
Security lock 



Projection Distance and Screen Size (with optical zooming) 

Use Ihe (igures, lables, and formulas below to determine the screen size and projection 
distance. (Screen sizes are approximate values for full-size picture with no keystone adjust- 



As seen from above 



ForTLP-T70IWT71M 

projection size (inches) - 1 .547 



As seen from the side 



26.44 
ze (inches) -1.2907 



For TLP-T60Mn"61 M/S40/S41 

projection size (inches) - 1 .4285 

= iiSi 

projection size (inches) - 1.1908 



a (iff 
a(m, 

a is the distance (m) between the lens and a is the distance (m) between the lens and 
the screen, and corresponds to a range of the screen, and corresponds to a range of 
1 .45 m to 1 1 .29 m. 1 .26 m to 9.73 m. 





projection distance a(m) 




min length 


max length 




{zooming max) 


(zooming "min) 


40[102) 


1.45 


1.75 


60[152) 


2.21 


2.66 


80 (203) 


2.97 


3.57 


100(254) 


3 72 


4.47 


150(381) 


5.61 


6.74 


200 (508) 


7.51 


9.01 


250 (635) 


9.40 


11.27 


300 (762) 


11 29 







projection distance a(m) 


^ min length ^ 


max length 
(zooming min) 


40(102) 


1.26 


1.52 


60(152) 


1.91 


2.30 


80(203) 


2.56 


3.08 


100(254 


3.21 


386 


150(381) 


4.84 


5.82 


200(508) 


6.47 


7.77 


250(635) 


8.10 


9.73 


300(762) 


9.73 





Model 




TLP-S41 U Projector 


Display Technology 


Shape 

No. of Pixels 


0.7" LCD x 3 
480,000 (800 x 600) 


Projection Lens 


Standard Lens 
F/f (mm) 


1 .2x manual focus/manual zoom 
F=2.0 - 2.3, f=23-27.4 


Light Source 




165W 


Brightness 




1600 ANSI lumens 


Native Resolution 




SVGA 800 x 600 


Color Reproduction 




Full 16.7 Million Colors 


Contrast Ratio 




400:1 


Projection Screen Size (Diagonal) 




33 - 300 inches 


Projection Distance 




4.1 -31.9 ft 


Compatible Scanning Frequency 


Horizontal (kHZ) 
Vertical (Hz) 


15-93kHZ 
50-85Hz 


Video Input Terminal 


Video Signal 

Color Differnece Signal 

Audio Signal 


2 channels (RCA x 1 , S- Video x 1) 
1 channel (mini D-sub 15 pin x 1, shared with RGB signal) 
1 channel (stereo mini-jack x 1) 


RGB Input Terminal 


Analog 


1 channel (mini D-sub 15 pin x 1) 


Input Signal Format 


Video Signal 

Color Differnece Signal 

RGB Signal 


NTSC, PAL, SECAM 
HDTV/DTV (480p/480i/720p/1080i), DVD 
VGA, SVGA, XGA (compressed), SXGA (compressed), UXGA (compressed) 


Output Terminal 


RGB Signal 


1 channel (mini D-sub 15 pin x 1) 


Automatic Keystone Correction 




Digital +/- 1 5 degrees 


Noise Level 




37dBA (33d BA in eco-mode) 


Internal Speaker 




LOW Monaural 


PC Interface 




RS232 (mini DIN-8 in) 


Digital Zoom 


Computer Video (RGB) 
Component Video 


Up to 10X 
Up to 3X 


External Dimensions (WxDxH) 




14.1 " x 8.1 " x 3.3" 


Weight 




6.2 lbs. 


Power Consumption 




265W 


Power Source 




AC100-240V, 50/60Hz 




Image pick-up device/Pixels 
Camera Lens 


1/4.2-inch CCD/629,856 pixels (648H x 486V x 2) 
F=2.8, f= 2.8mm, two-step focus for "Far" or "Near" viewing 


Box Contents 




Remote Control, Power Cord, RBG Cable, Video Cable, Audio Cable, Audio 
Cable for Computer, Camera Extension Cable, Quick Reference, CD-ROM, 
Owner's Manual, Soft Carrying Case 


Limited Standard Warranty 




2-year on parts and labor including 90-day lamp warranty. 
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